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G E T  C O N N E C T E D  E V E R Y  T I M E
Assign multiple phone numbers to be called 
in order or simultaneously upon call button 
press, ensuring a connection is always made.

T E L E P H O N E  E N T R Y  M A D E  E A S Y
When you need a telephone entry system 
that truly works for you, look no further!
And Summit Control makes setup a cinch.

Ascent Camera not available on this modelF E A T U R E S
• 4G LTE cellular

• Ascent Connect integration

• Location-Based Access Control (LBAC)

• Control up to 2 gates/doors

• Cloud-based access control management

• Up to 10,000 app, text, and voice users

• Rollover and broadcast calling

• Push and/or email event and status notifications

• 7-day timers

• Holiday timers and special-event timers

• Temporary users with permission limits

• Audit trail with detailed reports

• “Do Not Disturb” mode

N O - H A S S L E  I N S TA L L A T I O N
Connect as few as four wires and that’s it! 
We’ve removed the hassle from installation.

V E R S A T I L E  &  C O N V E N I E N T
Control your gate or door from anywhere 
using a computer, tablet, or phone.

C E L L U L A R  T E L E P H O N E  E N T R Y  S Y S T E M1 6 -T1



 7.45"  5.25" 

 6.85" 

S P E C I F I C A T I O N S

6.85″(H) x 7.45″(W) x 5.25″(D)

6 lbs.

Dimensions

Shipping Weight

PHYSICAL

C O N T R O L  I T  Y O U R  W A Y

APP

TEXT

VOICE

CALL BUTTON

* Monthly bill covers the cost of the SIM card, actions gateway, servers, maintenance, development, app, and tech support.

G E T  S T A R T E D  N O W !

vis i t  summitcontrol.com
We do ALL the legwork for you!

PAY JUST ONE  BILL!*

Unit includes a GSM SIM card
ready for activation.

12–24 VAC/DC
12-VDC transformer included (PS-12DC1)

less than 190 mA @ 12 VDC
less than 160 mA @ 24 VDC

with relay latched and lighted components on

10 A @ 120 VAC / 24 VDC

250 VAC / 30 VDC

15 A

240 W / 2,770 VA

Contact Rating

Max Switching Voltage

Max Switching Current

Max Switching Power

Input

Current Draw

RELAY

ELECTRICAL

-15 to 158 °FOperating Temperature

ENVIRONMENTAL

  Actual voltage should be no more than 10% beyond specified range.
     Use of the included 12-VDC transformer is recommended.

4G LTECellular Network

COMMUNICATION
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